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(1) �Under certain bearing conditions, web stiffeners are required at intermediate supports of continuous-span joists. See the 
iLevel® Trus Joist® TJI® Joist Specifier’s Guide (#TJ-4500) for complete design information.

�� 	� Bold italic spans indicate floors that would meet National Building Code of Canada (NBCC 2005) vibration criteria but would be 
considered by 35% of the population to have marginal or unacceptable performance.

Upgraded Floor Span Table: 40 PSF Live, 10 PSF Dead Load

Condition Depth TJI®
Directly Applied Ceiling

Simple or Continuous Span Continuous Span Only
12" o.c. 16" o.c. 19.2" o.c. 24" o.c. 12" o.c. 16" o.c. 19.2" o.c. 24" o.c.

¾" OSB 
Glue-nailed 

Sub�oor

91�2"

110 16'-6" 15'-7" 14'-10" 13'-8" 17'-11" 16'-11" 16'-4" 15'-0"
210 16'-11" 16'-0" 15'-5" 14'-5" 18'-6" 17'-4" 16'-9" 15'-11"
230 17'-2" 16'-3" 15'-8" 14'-11" 18'-10" 17'-7" 17'-0" 16'-3"
360 17'-8" 16'-8" 16'-1" 15'-5" 19'-7" 18'-2" 17'-5" 16'-9"

117�8"

110 18'-8" 17'-6" 16'-10" 16'-2" 20'-8" 19'-3" 18'-5" 16'-11"(1)

210 19'-3" 17'-11" 17'-3" 16'-7" 21'-4" 19'-10" 19'-0" 18'-0"
230 19'-7" 18'-3" 17'-6" 16'-9" 21'-9" 20'-3" 19'-4" 18'-4"
360 20'-4" 18'-11" 18'-0" 17'-3" 22'-7" 21'-0" 20'-0" 18'-11"
560 22'-3" 20'-7" 19'-7" 18'-7" 24'-8" 22'-10" 21'-9" 20'-7"

14"

110 20'-9" 19'-4" 18'-6" 17'-7"(1) 23'-0" 21'-5" 20'-6" 18'-5"(1)

210 21'-5" 19'-11" 19'-0" 18'-0" 23'-8" 22'-1" 21'-1" 20'-0"(1)

230 21'-10" 20'-3" 19'-4" 18'-4" 24'-2" 22'-6" 21'-6" 20'-4"
360 22'-7" 21'-0" 20'-0" 18'-11" 25'-1" 23'-3" 22'-3" 21'-1"
560 24'-9" 22'-11" 21'-9" 20'-7" 27'-5" 25'-5" 24'-2" 22'-10"

16"

210 23'-4" 21'-8" 20'-9" 19'-8"(1) 25'-10" 24'-1" 23'-0" 21'-5"(1)

230 23'-9" 22'-1" 21'-1" 20'-0" 26'-3" 24'-6" 23'-4" 22'-2"(1)

360 24'-7" 22'-10" 21'-9" 20'-8" 27'-3" 25'-4" 24'-2" 22'-11"(1)

560 26'-11" 24'-11" 23'-9" 22'-5" 29'-10" 27'-8" 26'-4" 24'-11"

7�8" OSB 
Glue-nailed 

Sub�oor

91�2"

110 17'-3" 15'-10" 14'-10" 13'-8" 18'-11" 17'-5" 16'-4" 15'-0"
210 17'-8" 16'-8" 15'-8" 14'-5" 19'-6" 18'-2" 17'-3" 15'-11"
230 17'-11" 16'-11" 16'-2" 14'-11" 19'-10" 18'-6" 17'-9" 16'-5"
360 18'-7" 17'-5" 16'-9" 15'-11" 20'-7" 19'-2" 18'-3" 17'-5"

117�8"

110 19'-8" 18'-4" 17'-7" 16'-4" 21'-10" 20'-4" 18'-11" 16'-11"(1)

210 20'-4" 18'-11" 18'-1" 17'-3" 22'-6" 21'-0" 20'-0" 18'-6"
230 20'-8" 19'-3" 18'-4" 17'-6" 22'-11" 21'-4" 20'-4" 19'-3"
360 21'-5" 19'-11" 19'-0" 17'-11" 23'-9" 22'-1" 21'-1" 19'-11"
560 23'-5" 21'-9" 20'-8" 19'-6" 25'-11" 24'-1" 22'-11" 21'-7"

14"

110 21'-11" 20'-5" 19'-6" 18'-5"(1) 24'-3" 22'-7" 20'-7" 18'-5"(1)

210 22'-7" 21'-0" 20'-1" 18'-11"(1) 25'-0" 23'-4" 22'-3" 20'-2"(1)

230 23'-0" 21'-5" 20'-5" 19'-3" 25'-5" 23'-9" 22'-8" 21'-3"(1)

360 23'-10" 22'-2" 21'-1" 19'-11" 26'-4" 24'-7" 23'-5" 22'-1"(1)

560 26'-0" 24'-2" 22'-11" 21'-7" 28'-9" 26'-9" 25'-6" 24'-0"

16"

210 24'-7" 22'-11" 21'-10" 20'-8"(1) 27'-2" 25'-4" 24'-2"(1) 21'-5"(1)

230 25'-0" 23'-4" 22'-3" 21'-0"(1) 27'-8" 25'-10" 24'-8" 22'-9"(1)

360 25'-11" 24'-1" 23'-0" 21'-8"(1) 28'-8" 26'-9" 25'-6" 24'-1"(1)

560 28'-3" 26'-3" 25'-0" 23'-6" 31'-4" 29'-1" 27'-8" 26'-1"(1)

� 	 Download latest TJI �  joist span 

information from iLevel.com: 

– In the U.S.: TJ-4000.pdf 

– In Canada: TJ-4500.pdf

� 	 Look for new values in iLevel 

software starting with Javelin �  

design software in early 2009

� 	 Questions? Get answers—and 

any other design help you 

need—from your iLevel 

technical support staff

FOR THE LATEST 
INFORMATION ON OUR 
TJI�  JOIST UPGRADE:

The iLevel® Silent Floor® joist has been upgraded for 2009 to increase 

the spans of our TJI® 110, TJI® 210, and TJI® 230 series joists. Ask your 

iLevel representative how our upgrade can help you design a more 

cost e�ective �oor system. Call 1-888-453-8358 to reach your local 

iLevel o�ce.




